The detailed development of the ITER bolometer diagnostic has recently been started. The aim is to reach a level from which on built-to-print drawings for the diagnostic components can be produced. Based on the challenges and corresponding requirements a review of the development status reveals that for some issues solutions are available. Among them are the damping of ECRH stray radiation, precise definition of the geometry of narrow lines-of-sight and their in-situ measurement, first prototype components for operation at high temperatures as well as detector prototypes with thick absorbers to detect photon energies up to 20 keV and which are potentially radiation resistant. However, there are also several issues still to be solved. Prominent among those discussed is the mechanical stability of the detector prototypes at high operating temperatures, but also the detailed definition of bolometer camera components suited for the integration in ITER and capable to withstand the operating conditions, in particular the effects of neutrons. A development path is proposed which focuses on the open issues and includes proposals for crucial prototype tests to validate design concepts.
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Introduction
The total radiated power as well as the radiation emission profile on ITER will be determined by the bolometer diagnostic. A bolometer measures the plasma radiation over a wide spectral range (from soft-X to IR) by monitoring the temperature rise induced by deposition of photon energy in the absorber of the bolometer. The reference detector type chosen for ITER is the miniaturised metal resistor bolometer, which uses a metallic meander as temperature sensor [1, 2] . The spatial distribution of the emission profile can be determined using many lines-of-sight (LOS) and by applying tomographic reconstruction techniques.
The objective of ITER is to produce net fusion power and thus a significant amount of high energy neutrons. All components of the bolometer diagnostic, including the sensors, will therefore be subject to requirements, environmental conditions and loads in ITER which surpass those of currently operating devices. A first step in the decision on the most suitable development path is to summarise and prioritise the requirements to ensure that the R&D activities meet the demands. The most important ones for the bolometer diagnostic are given in section 2. Sections 3 and 4 discuss the status of R&D as well as further required development for the in-vessel diagnostic components and the bolometer sensor, respectively.
Requirements for bolometer components in ITER
The most stringent requirements are related to ITER being a nuclear device operating in high vacuum at high temperatures. Thus, all materials used to manufacture the diagnostic components, which are distributed over all of the vacuum vessel, in divertor cassettes and in port plugs, must be vacuum compatible and able to withstand the high fluence of neutrons and secondary gamma emission. As some bolometer cameras will be placed in the ITER vessel at locations without planned maintenance, this translates into a requirement on the life time of 20 years, the whole life time of ITER. The loads associated to the nuclear environment require the materials to be chosen such that potential effects like radiation damage or transmutation do not affect the functionality or significantly reduce the performance. Radiation damage for bolometers in ITER is expected to be up to 0.3 dpa [3] , depending on location. Because of the high neutron fluence thermal loads of up to 2 MW /m 3 have to be taken into account as well. In addition to these loads, the baking of the vessel, up to 350 • C in the divertor cassettes, as well as stray radiation from the ECRH heating system in the mm-wavelength range have to be considered.
Furthermore, robustness is required by the diagnostic components in view of normal and offnormal environmental conditions. Such loads are pressure pulses during massive gas injection for mitigating disruptions, electro-magnetic loads and associated forces during disruptions, seismic loads and water and steam ingress due to water leaks.
The bolometer diagnostic is required to provide data with a time resolution of 1 ms. This requires for the sensor that the heat transfer time from absorber to the meander is significantly lower in order not to compromise the evaluation of total radiated power. Alternatively, the time dependence of the heat pulse could be included in the evaluation, but the enhanced complexity would increase the uncertainty of the result. Furthermore, the absorber needs to provide a sufficient attenuation length for the expected photon energies.
Development of diagnostic components
Figure 1(a) gives an overview of the main components of a typical collimator-type bolometer camera. The camera housing supports the detector within its holder, attaches it to the wall of the vacuum vessel or any other supporting structure and ensures good thermal conductivity to the wall for the thermal loads. The detector holder supports the sensor and provides means for connecting the signal cables. In front of the sensor is a collimator, which defines the geometry of the LOS using several apertures within it and the top plate as last aperture. On all locations in ITER cameras are placed behind large components for neutron shielding which leave only small gaps for viewing the plasma. About 500 LOS are foreseen in ITER to cover the complete plasma cross section and provide the possibility of determining the spatial distribution of the plasma radiation profile. A prerequisite for a successful tomographic reconstruction is the knowledge about the transmission function for each LOS and a sufficient reduction of reflections and/or stray light [6] . To measure the transmission function of collimators and to prove the capability of a method for in situ measurement of LOS geometries, the test facility IBOROB has been brought into operation [4, 5] .
Supporting Monte-Carlo ray-tracing (MCRT) calculations led to the definition of a procedure for determining the optimum design parameters of collimators with respect to geometry and stray light suppression [7] . Figure 1(b) shows the result of MCRT simulations for a non-optimised prototype (blue), which was confirmed by measurements using IBOROB and still shows impact of stray light, and an optimised collimator (green) in comparison to the ideal case as expected from the design parameters (pink). This demonstrates that even very narrow viewing cones with only 1 • total opening angle and acceptable stray light can be designed and manufactured.
In order to protect the sensor from ECRH stray radiation, dedicated components have been designed and tested. A combination of designing the apertures in the top plate as microwave-reflecting grid and coating the inside of the collimator channels with a microwave absorbing ceramic leads to an attenuation of at least 70 dB between 125-225 GHz and about 40 dB for higher frequencies [8] .
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Another generic issue for all cameras to be developed is the reliable connection of the signal cables to the sensor. The proposed technique is to use a ceramic printed circuit board (PCB) as detector holder and to place bond wires between sensor and PCB. The external signal cables can then be laser welded or hard soldered. To this aim, the bonding and welding methods need to be developed and tested in combination with the materials finally chosen for the sensor. The prototype tests will have to prove the reliable connection under radiation loads, too.
Additionally, further activities need to decide which camera type, collimator or pin-hole, is most suitable for individual locations in ITER. For each location the implications due to mechanical loads and stresses (EM and seismic forces, thermal loads and stresses) have to be analysed and the design options validated. A particular issue will be to optimise the individual camera designs based on the available construction space and gap sizes between in-vessel components. For the resulting designs high priority prototype tests have been identified to enable design choices and to verify the meeting of requirements. Most prominent among them are the radiation resistance of electrical connections. But also tests demonstrating the capability to withstand mechanical loads as well as those validating remote-handling capabilities need to be foreseen.
Bolometer sensor developments
The materials for absorber, substrate and meander influence the sensitivity of the sensor as well as its resistivity against loads. Initial developments used up to 7 µm thick Au absorbers on a ≈20 µm mica or kapton foil with Au meanders, as do the sensors operating in JET [9, 10] . New developments focused on 12.5 µm Pt absorbers and meanders, supported by a 3 µm SiN membrane [2, 11] , which proved to be very sensitive [12] . Investigations on the irradiation resistance for the JET-type sensors have been carried out up to a fast neutron fluence of 0.1 dpa within a fission-reactor energy spectrum [13] . An increase in meander resistance was found due to the transmutation of Au to Hg. The post-irradiation examination confirmed that the Au meander contained 46% mercury. For an ITER-like neutron energy spectrum a transmutation rate of ≈10% is expected. The extent of swelling of the mica substrate was small (0.13% for 150 • C and 0.01 dpa). Pt-SiN-Pt sensors were also investigated under neutron loads up to 0.013 dpa and no degradation of the performance was observed [14] . However, after dismantling a fracture of the sensors and a delamination of meanders was found, probably due to the thermal loads during irradiation tests.
The aging of JET-type sensors by baking cycles at 160 • C for 6 h showed no degradation of the properties [15] . Pt-SiN-Pt sensor prototypes were subjected to repetitive thermal cycling up to 450 • C [16] . Their reliability at elevated operating temperatures is not yet sufficient because of material stresses and thermal cycling leading to a fatigue cycle caused by the different thermal expansion coefficients between SiN and Pt. This effect increses with absorber thickness and temperature.
The probability of high energy photons (above several keV) being absorbed by the bolometer sensor depends on the thickness and the mass attenuation coefficient of the material used for the absorber. The resulting fraction of absorbed total P rad , as calculated using the approximation of a circular plasma shape for a volume integrated radiational power density, is given in Table 1 . Thus,
PoS(ECPD2015)079
Overview Of The R&D Activities For The ITER Bolometer Diagnostic Hans Meister the bolometer diagnostic needs to consider absorber thicknesses in the range of 15 µm to ensure that at least 90% of the total radiation can be detected. Table 1 : Fraction of absorbed total radiation depending on thickness and material of a bolometer sensor for the ITER standard 15 MA scenario with low impurity content (Z eff = 1.5)
The time within which the bolometer sensor can provide a signal in response to the change of radiational power falling onto the absorber is determined by the heat transfer time t h from the absorber surface to the meander. For some material combinations t h has been calculated (see Table  2 ). Obviously, mica as substrate will not allow a direct achievement of the required time resolution. In order to develop a working bolometer sensor for ITER within the tight schedule constraints a development based on the advantages of the respective types is proposed to be conducted in parallel. The good mechanical stability at high temperatures of mica as substrate should be combined with Pt-meanders to eliminate resistance changes due to irradiation. Additionally, Au absorbers on thin SiN membranes with Pt meanders are also good candidates as Au is more ductile than Pt, thus leading to better stability and providing the opportunity to meet the time measurement requirements directly. The transmutation in the absorber does not deteriorate the performance.
An additional alternative would be to investigate flexure hinges as support for the absorber as in micro bolometers for IR cameras [17] . However, this mechanical reliable solution must prove that it can be used as bolometer with calibration parameters in the correct order of magnitude.
Conclusion
For a successful development of the ITER bolometer diagnostic parallel development paths seem unavoidable, in particular for the development of the sensor as currently no prototype meeting all requirements exists. R&D activities so far managed to identify suitable materials and designs; subsequent activities have to investigate which proposed combination and design matches the requirements best. Similarly, the development of in-vessel components successfully led to solutions for dealing with ECRH stray radiation and to define extremely narrow viewing cones for the LOS as well as how to measure them in situ. In need of further R&D and prototype testing are the electrical connections and significant detailed design for individual cameras will be required.
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